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Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-ST-TR-48-30

Wide Stair Tread (LED Not Included)
Part Number: MT-AC-ST-TR-48-30

Standard Material: 5052-H32 Aluminum

Standard Finish: 02 - No Finish

Available Finish(es): N/A

Size: 5.79” x 48” x 11.81” (146.95mm x 1219.20mm x 299.87mm)

Weight: 20.35lbs (9.23kg)

Hole Size: 11/16” (17.46mm)

Recommended Hardware: 5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |   5/8”-11 Thread, Grade 8 Hex Nut
(M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-AC-ST-ST-24-30   |   MT-PA-06-06-02-90

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable
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Issue Date: 08/29/2017
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U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-ST-TR-48-30



  
 

Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-ST-ST-24-30

24” Stair Stringer at 30º
Part Number: MT-AC-ST-ST-24-30

Standard Material: A36 Low Carbon Steel

Standard Finish: 10 - Zinc Clear

Available Finish(es): 10-12, 20-32

Size: 6” x 23.2” x 39.82” (152.40mm x 589.28mm x 1011.43mm)

Weight: 32.05lbs (14.54kg)

Hole Size:  11/16” (17.46mm)

Recommended Hardware:  5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |   5/8”-11 Thread, Grade 8 Hex Nut
(M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-AC-ST-TR-48-30  

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable
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Issue Date: 08/29/2017
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U.S. Patent No. 8,418,425 & other patents pending

TM
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Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-MP-06-048-048

ModPanel 48” x 48” with 1” Plywood (HD)
Part Number:  MT-AC-MP-06-048-048

Standard Material: H32-5052 Aluminum and 1” Plywood

Standard Finish: 01 - Bush Finish and 95 - Enamel Satin Black

Available Finish(es): H32-5052 Aluminum: 20-32

Size: 48” x 48” x 5” (1219.20mm x 1219.20mm x 127.00mm)

Weight: 67.40lbs (30.57kg)  |  Weight variance of +/- 2.5lbs

Hole Size: 11/16” (17.46mm) 

Recommended Hardware: 5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |    5/8”-11 Thread, Grade 8 Hex Nut
(M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |    M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-AC-HR-DP-48-41   |   MT-AC-HR-DP-SM 

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable

Rated for 175 PSF



Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM
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Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-MP-06-048-096

ModPanel 48” x 96” with 1” Plywood (HD)
Part Number:  MT-AC-MP-06-048-096

Standard Material: H32-5052 Aluminum and 1” Plywood

Standard Finish: 01 -  Brush and 95 - Enamel Satin Black

Available Finish(es): H32-5052 Aluminum 20-32

Size: 96” x 48” x 5” (2438.4mm x 1219.2mm x 127.00mm)

Weight: 154.20lbs (69.94kg)  |  Weight variance of +/- 5lbs

Hole Size: 11/16” (17.46mm) 

Recommended Hardware: 5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |   5/8”-11 Thread, Grade 8 Hex Nut
(M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-AC-HR-DP-48-41  |  MT-AC-HR-DP-SM

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable

Rated for 175 PSF



Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM
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Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-HR-DP-48-41-AS

Decorative Handrail Complete Set
Part Number:  MT-AC-HR-DP-48-41-AS

Standard Material: A36 Low Carbon Steel and Polycarbonate Insert

Standard Finish: 01 - Brush Finish

Available Finish(es): 20-32

Size: 0.31” x 41” x 47” (7.87mm x 1041.4mm x 1193.8mm)

Weight: 55.85lbs (25.33kg)

Hole Size: 1/2” (12.7mm)

Recommended Hardware: 4x - 5/16”-18 Thread Bolt, 1” Long   |   8x - 5/16” Washer   |  4x - 5/16”-18 Nylock Nut 

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-AC-HR-DP-48-41  |  MT-AC-HR-DP-SM  |  MT-AC-HR-SM-26

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable



Part Number:

Issue Date: 08/29/2017
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U.S. Patent No. 8,418,425 & other patents pending

TM
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Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-HR-DP-48-41

Decorative Handrail Steel (No Insert)
Part Number:  MT-AC-HR-DP-48-41

Standard Material: A36 Low Carbon Steel

Standard Finish: 25 - Silver

Available Finish(es): 20-32

Size: 41” x 47” x 0.31” (1041.4mm x 1193.8mm x 7.87mm)

Weight: 41.35lbs (18.76kg)*          *Not Certified

Hole Size: 1/2” (12.7mm)

Recommended Hardware: N/A

Recommended Tools: N/A

Associated Products: MT-MP-06-48-48   |  MT-MP-06-48-96  |  MT-HR-DP-VSM

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable



Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM
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Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-DP-POLY-48-41

1/4” Thick Polycarbonate Insert (No Graphics)
Part Number:  MT-AC-DP-POLY-48-41

Standard Material: Polycarbonate

Standard Finish: 02 - No Finish

Available Finish(es): N/A

Size: 35.50” x 41.50” x 0.25” (901.70mm x 1054.10mm x 6.35mm)

Weight: 14.20lbs (6.44kg)

Hole Size: 1/2” (12.70mm)

Recommended Hardware: N/A

Recommended Tools: ModTrussTM Tool Kit 1  |  9/16” Combination Wrench and Socket

Associated Products: MT-AC-HR-DP-48-41

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable



Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM
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Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-HR-SM-26

26” Handrail Side Mount
Part Number:  MT-AC-HR-SM-26

Standard Material: A36 Low Carbon Steel

Standard Finish: 10 - Zinc Clear

Available Finish(es): 10-12, 20-32

Size: 2.56” x 19.81” x 0.13” (65.02mm x 503.17mm x 3.30mm)

Weight: 10.00lbs (4.54kg)

Hole Size: 11/16” (17.46mm) 

Recommended Hardware: 5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |   5/8”-11 Thread, Grade 8 Hex Nut
(M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-AC-HR-DP-48-41

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable



Part Number:

Issue Date: 08/29/2017

Series: Access

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-AC-HR-SM-26


