
  
 

Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-PA-06-06-02-00

2” Pipe Adapter 0º
Part Number: MT-PA-06-06-02-00

Standard Material: A36 Low Carbon Steel

Standard Finish: 10 - Zinc Clear

Available Finish(es): 10-12, 20-32

Size: 2.06” x  4.4” x 5.04” (52.32mm x 111.76mm x 128.12mm)

Weight: 1.60lbs (0.73kg)

Hole Size: 11/16” (17.46mm), Pipe hole 2.06” (52.32mm)

Recommended Hardware: 5/8”- 11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Grade 8 Washer   |   5/8” - 11 Grade 8 Hex Nut
(M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-PL-W-06

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable



Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending
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Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-PA-06-06-02-90

6” Plate to 2” Pipe 90º
Part Number: MT-PA-06-06-02-90

Standard Material: A36 Low Carbon Steel

Standard Finish: 10 - Zinc Clear

Available Finish(es): 10-12, 20-32

Size: 5.5” x 5.5” x 6” (139.7mm x 139.7mm x 152.4mm)

Weight: 5.45lbs (2.47kg)

Hole Size: 11/16” (17.46mm), Pipe Hole Size - 2.06” (52.32mm)

Recommended Hardware: 5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |   5/8”-11 Thread, Grade 8 Hex Nut
(M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-PL-W-06

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable

Metric version made to order



Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending
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Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending

TM

 MT-PA-06-06-1.5-90

6” Plate to 1.5” Pipe 90º (Scaffold Pin Compatible)
Part Number:  MT-PA-06-06-1.5-90

Standard Material: A36 Low Carbon Steel

Standard Finish: 10 - Zinc Clear

Available Finish(es): 10-12, 20-32

Size: 5.5” x 5.5” x 5” (139.70mm x 139.70mm x 127.00mm)

Weight: 4.75lbs (2.15kg)

Hole Size: 11/16” (17.46mm), Pipe Hole Size - 1.5 (38.10mm), Cross Hole - .5” (12.70mm)

Recommended Hardware: 5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |   5/8”-11 Thread, Grade 8 Hex Nut   |   1/2”-13 Thread 
Grade 8 Bolt, 2” Long (M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-PL-W-06

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable



Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending

TM
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Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-PA-12-12-02-90

12” Plate to 2” Pipe 90º
Part Number: MT-PA-12-12-02-90

Standard Material: A36 Low Carbon Steel

Standard Finish: 10 - Zinc Clear

Available Finish(es): 10-12, 20-32

Size: 11.5” x 11.5” x 6” (292.1mm x 292.1mm x 152.4mm)

Weight: 15.15lbs (6.87kg)

Hole Size: 11/16” (17.46mm), Pipe Hole Size - 2.06” (52.32mm)

Recommended Hardware: 5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |   5/8”-11 Thread, Grade 8 Hex Nut
(M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-PL-W-12

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable

Metric version made to order



Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-PA-12-12-02-90
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Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending

TM

MT-PA-12-12-1.5-90

12” Plate to 1.5” Pipe 90º (Scaffold Pin Compatible)
Part Number: MT-PA-12-12-1.5-90

Standard Material: A36 Low Carbon Steel

Standard Finish: 10 - Zinc Clear

Available Finish(es): 10-12, 20-32

Size: 11.5” x 11.5” x 5” (292.1mm x 292.1mm x 127.0mm)

Weight: 14.50lbs (6.58kg)

Hole Size: 11/16” (17.46mm), Pipe Hole Size - 1.5” (38.10mm), Cross Hole - .5” (12.70mm)

Recommended Hardware: 5/8”-11 Thread Grade 8 Bolt, 2” Long   |   5/8” SAE Zinc-Plated Washer   |   5/8”-11 Thread, Grade 8 Hex Nut   |   1/2”-13 Thread 
Grade 8 Bolt, 2” Long  (M18 x 2 Thread, 50mm Long, Class 10.9 Bolt   |   M18, Class 10.9 Washer   |   M18 x 2 Thread, Class 10.9 Nut)

Recommended Tools: ModTrussTM Tool Kit 1

Associated Products: MT-PL-W-12

See more at: ModTruss.com

Electrical Hazard Flammability In Stock Made To Order Customizable Reusable Compatible Serialized & Traceable



Part Number:

Issue Date: 08/29/2017

Series: Pipe Adapters

U.S. Patent No. 8,418,425 & other patents pending
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MT-PA-12-12-1.5-90
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